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承     认     书
SPECIFCATION  FOR  APPROVAL

客户名称 CUSTOMER:  

品名 DESCRIPTION: L6.2型压接式条形连接器

料号 CUSERTOMER PART NO: C6201&C6202

客户确认 APPROVED  SIGNATURES

核准 APPROVAL:

工程 ENGINEERING:

品管 QC:

日期 DATE:

日期 DATE:

日期 DATE:

承认结果: 承认 不承认 重新送样

®

规格 Specifications

1. 极数 Poles: 2 to 4P

2. 额定电流 Current rating: 15.0A MAX  AC,DC

4. 温度范围 Temperature range: -25℃ to +105℃
    (含通电温度上升值)
    (Including temperature rise in applying electrical current)

3. 额定电压 Voltage rating: 300V  AC,DC

7. 耐电压 Withstanding voltage: 1500V  AC/minute

6. 绝缘电阻 Insulation resistance: ≥1000MΩ

5. 接触电阻 Contact resistance: 初期 Initial value / ≤20mΩ
    环境测试后 After environmental testing / ≤30mΩ

9. 适用基板厚度 Applicable PC board thickness: 1.6~2.0mm

8. 适用线规 Applicable wire: AWG #20 to #14
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L6.2型料号说明 Description of item number
®

壳体料号说明 HOUSING

C 6201

A: Wire to Board Connectors
 B: Board-in Connectors
 C: Wire to Wire Connectors
D: Hard Splices Connectors
 F: FFC/FPC Connectors
 I : IDC

系列号 Series Number

                               H=壳体 Housing
产品类别               P=密封件 Water Proofing
Product Category: F=配件 Fitting

- S

特征类别(默认空)
Feature Category: S=锁片型

H B

同类别多型号序号 (默认空)
Same Series Different Type: B~ZZ

02

单列极数 The Pin Number of Single Row: 01~**

X2 - * - ** - ** - **

多列列数 The Pin Number of Several Row: X2~X* (无则空)

                              1=PA66                          10=PC
                              2=PA66灼热丝-G          11=PA66无卤灼热丝
                              3=PA46                          12=PA66高灼热丝
                              4=PA6T                          13=PA66增强
                              5=PA9T
                              6=PBT
                              7=PPO
壳体材料              8=LCP
Housing Material: 9=U=UL

                                                  V2 UL阻燃等级标准(默认不注明)
                                                  V0 UL阻燃等级标准
                                               Z=灼热丝是按照(IEC60695/GB/T5169)标准,
壳体材料特性                            符合GWIT750℃,GWFI960℃
Housing Material Specialty: ZG=灼热丝加玻纤

                         OR=橙色 Orange
                         P=粉色 Pink
                         R=红色 Red
                         VI=紫色 Violet
                         Y=黄色 Yellow
                         GY=灰色 Gray
                         BK=黑色 Black
                         G=绿色 Green
                         BL=蓝色 Blue
                         BR=棕色 Brown
                         TR=透明白 Transparent
                         W=白色 White
壳体颜色         EC=米白 ECRU
Housing Color: TG=透明绿 Transparent Green
壳体材料2/3/4/5/8/12默认米色
壳体材料7默认黑色
壳体材料1/6/9/10/11默认白色
壳体材料13默认透明
(默认可为空)

无卤标识
无卤产品加HF,有卤默认为空

备注:*部分内容只在产品标签中体现! 其他特殊要求位置不固定

**-

客户专用代码                        
Customer Special Code: 表示和常规件不同,用来代表某个客户

- N*

M为堵孔，*为堵孔序号(例M1.2.5)(无则空)
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L6.2型料号说明 Description of item number
®

端子料号说明 TERMINAL

302 2 AC -6201 T
A: Wire to Board Connectors
 B: Board-in Connectors
 C: Wire to Wire Connectors
 F: FFC/FPC Connectors
 I : IDC

系列号 Series Number

N

                                K=直形带锁         N=直形
                                Z=旗形带锁        Q=旗形
                                X=横插带锁         H=横插
                                Y=叉形端子         J=插片
                                R=环形端子        C=圆形
                                G=接线端子
                               W=鲨鱼齿端子
特征类别(默认空) B=子弹形端子
Feature Category:  U=耳扒形端子

产品类别 Product Category: T=端子 Terminal

同类别多型号序号 (默认空)
Same Series Different Type: 1~9

同型号多尺寸序号 (默认空)
Same Type Different size: 1~9

适用线规(默认空) A=小脚        B=中脚
Applicable Wire:    C=高脚       D=大脚  

料带厚度单位: mm X100  (0.3X100=30 默认空)

5

配合厚度单位: mm X10  (0.5X10=5 默认空)
注: 所有<灰色>说明, 为D系列分类附加料号及说明!

P

                         Z=紫铜 Copper
                         S=不锈钢 Stainless Steel
                         P=磷青铜 Phos.Bronze
材质 Material: B=黄铜 Brass

2

                                     0=素材酸洗 None
                                     1=镀镍 Nickel Plating
                                     2=镀亮锡 Tin Plating
                                     3=镀镍氩光锡 Matt Tin-Nickel Plating
                                     4=镀铅锡 Tin-Lead Plating
                                     5=镀铜锡 Tin-Cu Plating
                                     6=镀镍银 Silver-Nickel Plating
                                     7=镀镍金 Gold-Nickel Plating
                                     8=镀镍局部金 Nickel-Gold
表面处理                     9=镀亮锡局部金 Half Gold-Tin Plating
Surface processing: 10=镀镍亮锡 Tin-Nickel Plating

 D: Chain Terminals and Splices

其它料号说明 OTHER

P 0001 - B

P: Other Types

产品序号 Product Number

同型号序号 Same Series Different Type: B~Z 
(默认空)

备注:表面处理内容只在产品标签中体现!  其他特殊要求位置不固定

(*)

镀层厚度(默认为空)

Y

包装说明：Y=有字、N=无字

1

包装方式：0=散装(袋装)、1=盘装、4=八角盘装、5=编带装   (常规默认为空)

*

包装数量：-**K：客户定制数量,默认数量为空

- - (*)

客户专用代码                        
Customer Special Code: 表示和常规件不同,用来代表某个客户

*

其他说明：如(U)=UL、软、低铅等
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L6.2系列说明 Series illustrated
®

浙江联和电子有限公司
品名 L6.2系列说明

料号 C6201&C6202系列说明

图号 LHE\GC-4

材料 /

制图 楚然2026-06-13
审核 天琴2026-06-13

批准 季育文2026-06-13

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 4 : 5

123456

A

B

C

D

E

F

G

H

®

系列说明 Series illustrated

C6201-TP

C6201-H

C6202-H

C6202-HB

C6202-TP

C6201-SH

C6202-SHB

C6202-SH

C6201-F

C6201-F
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L6.2安装尺寸 Mounting Measurement
®

浙江联和电子有限公司
品名 L6.2安装图示

料号 C6201&C6202安装图示

图号 LHE\GC-5

材料 /

制图 玉夫2024-05-16
审核 天琴2024-05-16

批准 季育文2024-05-16

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 4 : 5

123456

A

B

C

D

E

F

G

H

®

安装尺寸 Mounting Measurement

C6201-HC6202-H

43.5

3.
7

3.
7

A

7.8
11

Poles A

2 19.1 mm

3 25.3 mm

4 31.50 mm
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L6.2型连接器承认书图面
®

浙江联和电子有限公司
品名 L6.2-NPST

料号 C6201-FN

图号 LHE\GC-6

材料 Nylon 66 UL94V-0

制图 楚然2026-06-13
审核 天琴2026-06-13

批准 季育文2026-06-13

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 2 : 1

123456

A

B

C

D

E

F

G

H

®

名     称 材     料 附     注
锁片 Nylon 66 UL94V-0 /

3D图示

1.
95

5.
1

6.2

A

B

n2.8

5.95

Poles Part No. Description DIM=A DIM=B

2 C6201-F02 L6.2-2PST 6.20 11.80

3 C6201-F03 L6.2-3PST 12.40 18.00

4 C6201-F04 L6.2-4PST 18.60 24.20
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L6.2型连接器承认书图面
®

浙江联和电子有限公司
品名 L6.2-Y

料号 C6201-H

图号 LHE\GC-7

材料 Nylon 66 UL94V-0/V-2

制图 玉夫2024-05-16
审核 天琴2024-05-16

批准 季育文2024-05-16

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 5 : 4

123456

A

B

C

D

E

F

G

H

®

名     称 材     料 图     号 附     注
基座 Housing Nylon 66 UL94V-0/V-2 LHE\GC-6 Transparent(透明白)//White(白色)

3D图示

6.2
A
B

n3.3

7.1
12

16
.5

26
.2

Poles Part No. Description DIM=A DIM=B

2 C6201-H02 L6.2-2Y 6.20 13.20

3 C6201-H03 L6.2-3Y 12.40 19.40

4 C6201-H04 L6.2-4Y 18.60 25.60
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L6.2型连接器承认书图面
®

浙江联和电子有限公司
品名 L6.2-2YS

料号 C6201-SH02

图号 LHE\GC-8

材料 Nylon 66 UL94V-0/V-2

制图 楚然2026-06-13
审核 天琴2026-06-13

批准 季育文2026-06-13

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 5 : 4

123456

A

B

C

D

E

F

G

H

®

名     称 材     料 附     注
基座 Housing Nylon 66 UL94V-0/V-2 Transparent(透明白)//White(白色)

3D图示

6.2A=

13.2B=

n3.3

7.1
12

16
.5

26
.2

注意:YS此处有泡点! 

Poles Part No. Description DIM=A DIM=B

2 C6301-SH02 L6.2-2YS 6.20 13.20



Z-Z Y-Y X-X
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L6.2型连接器承认书图面
®

浙江联和电子有限公司
品名 L6.2-YT

料号 C6201-TP

图号 LHE\GC-9

材料 Phosphor Bronze

制图 玉夫2024-05-16
审核 天琴2024-05-16

批准 季育文2024-05-16

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 2 : 1

123456

A

B

C

D

E

F

G

H

®

Z

Z

Y

Y

X

X

名     称 材     料 图     号 附     注
端子 Terminal Phosphor Bronze LHE\GC-7  

3D图示

ØA

B

3.
5±

0.
3

3.8±0.3
5`

0.
3

4.9±0.3

12
.5

3

0.
25

4.
3

n
2.

5

8.3

12.8
13.4

20.2

Part No. Description A B Finish Qty/reel

C6201-TP L6.2-YT11 3.2 4.00 Tin 3,000pcs

C6201-T12P L6.2-YT12 3.37 4.20 Tin 3,000pcs
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L6.2型连接器承认书图面
®

浙江联和电子有限公司
品名 L6.2-A

料号 C6202-H

图号 LHE\GC-10

材料 Nylon 66 UL94V-0/V-2

制图 玉夫2024-05-16
审核 天琴2024-05-16

批准 季育文2024-05-16

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 5 : 4

123456

A

B

C

D

E

F

G

H

®

名     称 材     料 图     号 附     注
基座 Housing Nylon 66 UL94V-0/V-2 LHE\GC-8 Transparent(透明白)//White(白色)

3D图示

27
7.

2

6.2
A

9.
9

Ø3.3

B4.85±0.3

Poles Part No. Description DIM=A DIM=B

2 C6202-H02 L6.2-2A 6.20 13.20

3 C6202-H03 L6.2-3A 12.40 19.40

4 C6202-H04 L6.2-4A 18.60 25.60
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L6.2型连接器承认书图面
®

浙江联和电子有限公司
品名 L6.2-2AS

料号 C6202-SH02

图号 LHE\GC-11

材料 Nylon 66 UL94V-0/V-2

制图 楚然2026-06-13
审核 天琴2026-06-13

批准 季育文2026-06-13

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 5 : 4

123456

A

B

C

D

E

F

G

H

®

名     称 材     料 附     注
基座 Housing Nylon 66 UL94V-0/V-2 Transparent(透明白)//White(白色)

3D图示

27
7.

2

6.2A=

9.
9

Ø3.3

13.2B=4.85±0.3

Poles Part No. Description DIM=A DIM=B

2 C6302-SH02 L6.2-2AS 6.20 13.20

注意:AS此处有泡点！ 
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L6.2型连接器承认书图面
®

浙江联和电子有限公司
品名 L6.2-AF

料号 C6202-HB

图号 LHE\GC-12

材料 Nylon 66 UL94V-0/V-2

制图 玉夫2024-05-16
审核 天琴2024-05-16

批准 季育文2024-05-16

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 5 : 4

123456

A

B

C

D

E

F

G

H

®

名     称 材     料 图     号 附     注
基座 Housing Nylon 66 UL94V-0/V-2 LHE\GC-9 Transparent(透明白)//White(白色)

3D图示

27

6.2
A

9.
9

Ø3.3

B

Poles Part No. Description DIM=A DIM=B

2 C6202-HB02 L6.2-2AF 6.20 13.20

3 C6202-HB03 L6.2-3AF 12.40 19.40

4 C6202-HB04 L6.2-4AF 18.60 25.60

7.
2
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L6.2型连接器承认书图面
®

浙江联和电子有限公司
品名 L6.2-2AFS

料号 C6202-SHB02

图号 LHE\GC-13

材料 Nylon 66 UL94V-0/V-2

制图 楚然2026-06-13
审核 天琴2026-06-13

批准 季育文2026-06-13

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 5 : 4

123456

A

B

C

D

E

F

G

H

®

名     称 材     料 附     注
基座 Housing Nylon 66 UL94V-0/V-2 Transparent(透明白)//White(白色)

3D图示

27

6.2A=

9.
9

Ø3.3

13.2B=

7.
2

Poles Part No. Description DIM=A DIM=B

2 C6302-SHB02 L6.2-2AFS 6.20 13.20



Z-Z Y-Y X-X
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L6.2型连接器承认书图面
®

浙江联和电子有限公司
品名 L6.2-AT

料号 C6202-TP

图号 LHE\GC-14

材料 Phosphor Bronze

制图 玉夫2024-05-16
审核 天琴2024-05-16

批准 季育文2024-05-16

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 2 : 1

123456

A

B

C

D

E

F

G

H

®

Z

Z

Y

Y

X

X

名     称 材     料 图     号 附     注
端子 Terminal Phosphor Bronze LHE\GC-10  

3D图示

12
.5

0.
25

3

4.
3

n
2

B

ØA

3.
5±

0.
3

3.7±0.3

5±
.0

.3

5±0.3

8.52
12.8

20.25

 注意:此为镀半金位置！

Part No. Description A B Finish Qty/reel

C6202-TP L6.2-AT11 3.2 4.20 Tin 3,000pcs

C6202-T12P L6.2-AT12 3.37 4.40 Tin 3,000pcs



Z
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L6.2型连接器承认书图面
®

浙江联和电子有限公司
品名 L6.2-YT包装

料号 C6201-TP包装

图号 LHE\GC-15

材料 /

制图 玉夫2024-05-16
审核 天琴2024-05-16

批准 季育文2024-05-16

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 1 : 16

123456

A

B

C

D

E

F

G

H

®

Z

Part No. Description Qty/reel Reel/caton

C6201-TP L6.2-YT 3000pcs 16/Reel

注释:
1. 产品尺寸请参照L6.2-YT图纸.
2. 此示意图为产品出料方式进行说明.
3. 胶带、PE袋未在图纸中体现,请以实物为准.

端子料盘

外箱

→

→

→

纸带

端子



Z
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L6.2型连接器承认书图面
®

浙江联和电子有限公司
品名 L6.2-AT包装

料号 C6202-TP包装

图号 LHE\GC-16

材料 /

制图 玉夫2024-05-16
审核 天琴2024-05-16

批准 季育文2024-05-16

视角

未注公差(mm)

>0~3

>3~18

>18~50

>50~120

X°

X.X°

±0.12

±0.15

±0.3

±0.5

±3°

±0.5°

比例 1 : 16

123456

A

B

C

D

E

F

G

H

®

Z

Part No. Description Qty/reel Reel/caton

C6202-TP L6.2-AT 3000pcs 16/Reel

注释:
1. 产品尺寸请参照L6.2-AT图纸.
2. 此示意图为产品出料方式进行说明.
3. 胶带、PE袋未在图纸中体现,请以实物为准.

端子料盘

外箱

→

→

→

纸带

端子
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L6.2产品性能测试 PERFORMANCE TEST
®

项目 Item 测试条件 Test Condition 规格要求 Requirement

1.外观
Appearance

目测  Visual by eye
视力 Light: >1.0
照明 Lamp: 200~300Lx
目测距离 Space: 0.3~0.5m
GB/T 5095.1 Method 1a

2. 壳体/端子固定力
Terminal/Housing
Retention Force

固定连接器或测力计, 在连接器
轴线方向施加规定的拉力; 
速度不大于25mm/min。
Apply axial pull out force at 
the speed rate of not more 
25mm/min on the pin 
assembled in the housing.
GB/T 5095.8 Method 15d/EIA-364-29B

≥30N

3. 插入力与拔出力
Insertion and

Withdrawal Force

单PIN相配的接触器
以1mm/s~5mm/s的
速度沿接插器轴线
方向插入和拔出。
Insertion and withdraw 
single contact at the 
speed rate of 1mm/s~5mm/s.

1.塑料件表面应无明显疤痕、凹陷、
   开裂及影响使用的变形。
   Plastic part:smooth and flat surfa
   ce without discolor,broken,crack 
   distortion defects is acceptable.
2.金属件表面无锈蚀、氧化、无明
   显的机械损伤等缺陷。
   Metal part:btight and even surface 
   without rust,oxide,fog and obvious 
   physical damage defects is accep
   table.
3.导线表面清洁、无破损等缺陷，
   印字及标志清晰。
   Wire:clearing surface without dis
   color,broken defects,indistinct w
   ords  and mark is acceptable.

相配的连接器以1mm/s~5mm/s的速度沿接插器轴线方向插入
和拔出。
Insertion and withdraw connectors at the speed rate of 1mm/s~
5mm/s.
GB/T 5095.7 Method 13b/EIA-364-13B

极数
Poles

插入力(最大值N)
Insertion(N Max)

拔出力(最小值N)
Withdrawal(N Min)

1st 1st

5. 压着部位抗拉强度
Crimping Pull Out

Force

在试验装置夹头中固定测试样品, 
在连接的轴线方向施加拉力;
速度不大于25mm/min。
Fix the crimped terminal,
apply axial pull out force on 
the wire at the speed rate 
of not more  25mm/min.
GB/T5095.8 Method 16d/EIA-364-08B

4. 针的固定力
Pin Retention Force

固定连接器或测力计, 在连接器
轴线方向对针施加规定的推力; 
速度不大于25mm/min。
Apply axial push out force at 
the speed rate of not more 
25mm/minute on the terminal 
assembled in the base.
GB/T 5095.8 Method 15a/ EIA-364-29B

--

AWG.14#

AWG.16#

AWG.18#

AWG.20#

 

≥223N

≥133N

≥84N

≥60N

 

1 15.0 5.0

固定端

拉力端
#F

固定端

插拔端
#F

固定端

插拔端
#F

固定端

拉力端
#F
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L6.2产品性能测试 PERFORMANCE TEST
®

项目 Item 测试条件 Test Condition 规格要求 Requirement

6. 机械振动
Vibration

插合连接器, 串联在一直流电源上, 电流100mA; 
并模拟正常工作状态, 振频为10~55Hz、振幅1.5mm; 
每一轴线扫频循环次数10次、2小时。
Frequency: 10~55Hz Amplitude: ±1.5mm
Duration: 2 hours in each X,Y,Z axes
GB/T 5095.4 Method 6d/EIA-364-28D

7.机械冲击
Shock

连接器相配,沿X,Y.Z三轴正反方向各冲击3次(总共18次),
在测试过程中通以100mA电流。
冲击强度:490m/s²     持续时间:11ms
Mated connectors and subject to the following shock 
conditions,3times of shock shall be applied for each 6 directions 
along 3 mutually perpendicular axes,passing DC 100mA current 
during the test(Total of 18 shocks)Test Pulse:
Half Sine Peak Value:490m/s²     Duration:11ms
GB/T 5095.4 Method 6c/EIA-364-27B

8. 机械寿命
Repeated

insertion/withdrawal

以每分钟插拔10次的速率, 插拔50次。
When mated up to 50 cycles repeatedly by the rate of 10 cycles 
per minute.
GB/T 5095.5 Method 9a/EIA-364-09C

外观
Appearance

外观
Appearance

无损伤
No Damage

接触电阻
Contact Resistance

LLCR 
≤30mΩ

10. 绝缘电阻
InsuIation Resistance

在相邻接触件之间或地线之间, 用500V DC电压进行测试。
Apply 500V DC between adjacent terminal or ground.
GB/T 5095.2 Method 3a/EIA-364-21C

9. 接触电阻
Contact Resistance

插合连接器,用小功率电路进行测试。
Mate connectors,measure by dry circuit.
GB/T 5095.2 Method 2a/EIA-364-23B

≤20mΩ

外观
Appearance

无损伤
No Damage

无损伤
No Damage

接触电阻
Contact Resistance

LLCR 
≤30mΩ

≥1000MΩ

11. 耐电压
Dielectric Strength

相邻接触件之间或地线之间施加50Hz 1500V AC(有效值), 
漏电流1mA的电压作用, 时间1min。
Mate connectors, apply 1500V AC for 1 minute between adjacent 
terminal or ground.
GB/T 5095.2 Method 4a/EIA-364-20B

无击穿和飞弧现象
No Breakdown

中断 Intermittence ≤1μ sec

12. 温度上升
Temperature Rise

插合连接器, 通以最大允许电流。
GB/T 5095.3 Method 5a/EIA-364-70A

温度最大上升
Temperature Rise ≤30℃

13. 耐高温
Heat Resistance

连接器配合后, 于+105℃±2℃的空气中放置96小时, 然后再回到
室温中放置1~2小时测定
Mated connectors are exposed to a temperature of +105℃±2℃ 
for 96 hours.
GB/T 5095.6 Method 11i /EIA-364-17B

14. 耐低温
Clod Resistance

连接器配合后, 于-25℃±2℃的空气中放置96小时, 然后再回到
室温中放置1~2小时测定
Mated connectors are exposed to a temperature of -25℃±2℃ for 
96 hours.
GB/T 5095.6 Method 11i /EIA-364-17B

≤30mΩ
接触电阻

Contact Resistance
LLCR 
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L6.2产品性能测试 PERFORMANCE TEST
®

项目 Item 测试条件 Test Condition 规格要求 Requirement

15. 恒定湿热
Humidity

温度 Temperature: 40±2℃ 
相对湿度 Relative Humidity: 90%~95%
搁置时间 Duration: 96h, 取出恢复2小时后检查
GB/T 5095.6 Method 11c/EIA-364-31B

16. 温度循环
Temperature cycle

耐电压
Dielectric Strength

17.盐雾
Salt Spray

把先冲后镀*的测试样品从试验箱顶悬挂下来, 采
用浓度为5%±1(质量百分比)的氯化钠溶液, 连续
雾化24小时, 试验后用流动的蒸馏水轻轻洗去表
面沉积物。在常温常驻湿条件下恢复1~2小时。
24 hour exposure to a saltspray from the 5%±1 solution.
GB/T 5095.6 Method 11f/EIA-364-26B

外观
Appearance

外观无损伤(五金件应无露出底金属
的严重锈蚀; 使用预镀的型材, 其落
料面允许有不影响其性能的轻微腐
蚀。)
Appearance:No Damage(No erosion 
with material exposed.And with plat
ing material,slight erosion on the cut
ting surface acceptable)

19. 耐焊接热
Resistance to
Soldering Heat

把测试样品需要焊接的部位浸入焊锡炉中(锡炉温度260℃±5℃);
5±1秒钟后, 在正常的条件下恢复1小时。
Soldering time: 5±1 sec    Solder Temperature:260℃±5℃
GB/T 5095.6 Method 12d/EIA-364-56A

18. 可焊性
Solderability

把测试样品需要焊接的部位浸入焊锡炉中
(锡炉温度235℃±5℃)2±0.5秒钟。
Soldering time: 2±0.5 sec    Solder Temperature:235℃±5℃
GB/T 5095.6 Method 12a/EIA-364-52

上锡率≥90%
90% of immersed area must show no
voids,pin holes

无损伤
No Damage

1500V

绝缘电阻 
Insulation

Resistance
≥1000MΩ

外观
Appearance

20. 灼热丝测试
Glow Wire

(只针对GWT750℃产
品 Only for

GWT750℃products )

750C灼热丝顶部接触试验样品，
接触时间:(30士1) s
接近和离开速率: 10mm/s~25mm/s
灼热丝进入或贯穿试验样品深度:(7士0.5) mm
750'C elow wire contacts with mated connector.
Time: (30+1) s
Speed of closing to and leaving: 10mm/s-25mm's
Depth that glow wire penetrates mated connector: ( 7-05
mm
GB/T 5169.10

1.试验样品燃烧时间不超过2s。
The time that mated connector burns
is not more than 2s.
2、灼热丝离开后的30s内样件无火
焰或灼热情况，且无滴落物或滴落
物不燃烧。
30s after glow wire leaves mated 
con
nector, it does not burn or is no 
incand
escence and it does not fall 
something
or falling something does not burn.

接触电阻
Contact Resistance

LLCR 
≤30mΩ

21. 耐酸性(二氧化硫)
Acid resistance(SO2)

连接器闭合连接,3`1ppm,
40`2℃.96 小时
Mated connector,3士1ppm,40`2℃
Duration 96hours
GB/T2423.51

≤30mΩ
接触电阻

Contact Resistance
LLCR 

无损伤
No Damage

把测试样品放入高低温试验箱中,按下列步骤调试温度:
a)在-25℃±2℃的恒温条件下放置0.5小时;
b)在+105℃±2℃的恒温条件下放置0.5小时;
从a)到b)为一个循环周期,共进行5个循环。恢复1h后检查。
状态转换时间不多于1小时。
Mated connectors are exposed to 5 cycles of:          
a)-25℃±2℃  0.5hour b)+105℃±2℃  0.5hour
GB/T 5095.6 method 11d/EIA-364-32C
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L6.2产品性能测试 PERFORMANCE TEST
®

项目 Item 测试条件 Test Condition 规格要求 Requirement

制订 Edit: 玉夫 日期 DATE: 2024-05-16

审核 Check: 日期 DATE: 2024-05-16

2024-05-16日期 DATE:批准 Approval: 季育文
天琴

* 先冲后镀为定制端子。常规端子为先镀后冲, 无法通过盐雾试验。

22.氨气测试
Ammonia test

接触电阻
Contact Resistance

LLCR
≤30mΩ

连接器闭合连接，放置于浓度为 25
mL/L的 3%的 NH3的空气中7小时
Mated connector is put into
atmosphere that rated 25 ml/L of 3%
NH3 for 7 hours
GB/T2423.51
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L6.2焊接条件Conditions for soldering
®

       注: 对耐热性的最低要求, 是在回流焊中使用空气对流的传热方法评估焊接部件。 该曲线图表明需要达到规定的空气温度, 
而实际过程很大程度上取决于回流焊装置。
       Note: The minimum required heat resistance of the section is to evaluate the welded components. Heat transfer method is used 
for hot air convection in reflow welding. The actual air temperature used to achieve the specified profile depends largely on the reflux
device.
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s
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30℃

60℃

45℃

90℃

105℃

75℃

165℃

195℃

180℃

150℃

135℃

120℃

255℃

225℃

240℃

210℃

300℃

285℃

270℃

预热Pre-Heat 150℃~180℃   90s±30s  ↓

← ≥230℃  20s±10s

温度条件图 TEMPERATURE CONDITION GRAPH

无铅回流焊要求 Pb-free reflow profile requirements

参数 Parameter

平均温度梯度预热 Average Temperature Gradient Preheating

浸泡时间 Soak time

180℃以上时间 Time above 180℃

150℃以上时间 Time above 150℃

焊接温度 Peak temperature in reflow

250℃以上时间 Time above 250℃

温度梯度的冷却 Temperature gradient in cooling

Tpeak

T3

T2

T1

tsoak 2-3

参考 Reference 规格 Specification

minutes

60s

50s

2±0.5s

255℃(-0/+5℃)

2.5℃/s

Max -5℃/s

≥250℃ 2s±0.5s    ≤260℃ →



品名
(DESCRIPTION)

测定者
(Inspector)

料号
(MODEL NO.)

日期
(Date)

X1 X2 X3 X4 X5

插入(Mating) 32.5 32.0 32 33.5 31.5 ok

拔出(Unmating) 92 88 95 87 93 ok

插入(Mating) 47.5 48 44.5 46 48.5 ok

拔出(Unmating) 108 115 119 111 109 ok

锁扣拉脱力
Latch withdrawal force)

67 72 70 69 65 ok

端子和胶壳的固定力
(Terminal Retention in housing)

99 92 98 102 95 ok

端子和胶壳的固定力
(Terminal Retention in housing)

92 108 99 105 101 ok

端子和端子单独插入力
(Single terminal and

terminal withdrawal force)
10.5 12.5 11 12 10.5 ok

端了和端子单独拔出力

(Single terminal and
terminal withdrawal force)

17.5 15.5 18.5 17.0 16.0 ok

PASS PASS PASS PASS PASS ok

接触电阻
(Contact

Resistance)
30mΩ Max 11.7 13.2 12.4 12.9 11.5 ok

外观

(Appearanc)
无损伤

(No damage)
PASS PASS PASS PASS PASS ok

接触电阻
(Contact

Resistance)
30mΩ Max 12.8 11.9 13.4 13.9 12.4 ok

绝缘电阻
(Insulation
Resistance)

1000MΩ Min PASS PASS PASS PASS PASS ok

耐电压(Dielectric
Withstanding

Voltage)
1500V,AC/minute PASS PASS PASS PASS PASS ok

COM

30N Min(AT)

       浙江联和电子有限公司
产品性能测试报告

L6.2 石斛 测定条件
(Test

Condition)

温度: 22℃
(Temperature)

C6201&C6202

温度循环

 (Temperature cycling)

2024.01.15
湿度: 65%
(Humidity)

2 pin Unit: N
Mating force

40 max. Unmating
force 40 min.

15N Max

5N Min

30N Min(YT)

盐雾试验
(Salt spray)

带线胶壳与胶壳插拔力

<带锁扣>

(Connector assemble with
cable, mating and unmating

force with latch )
4 pin Unit: N
Mating force

70 max. Unmating
force 50 min.

30N Min(2Y&2A)

雾化16小时，后镀端子不能有腐蚀现象
(Spray time:16 hours，terminals stamping

then plating must not corrode)

试验项目
(Test Title)

规格
(Specification)

测定值(Data)
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L6.2产品性能测试报告
®



® 浙江联和电子有限公司 
ZHEJIANG LIANHE ELECTRONICS CO.,LTD. 

可 靠 性 试 验 报 告 
R E L I A B I L I T Y T E S T R E P O R T 日期：2026-05-09 

 

 

 

针焰实验(Needle flame experiment) 
 

测试目的(Test Purposes) 确定 PA66 94V-0 样条在针焰条件下是否符合标准要求 

Determine whether the PA66 94V-0 sample bar meets the standard 

requirements under the needle flame condition. 

测试条件(Test Conditions) 温度 35±2℃       

Temperature 35 ± 2 ℃;  

测试方法(Test Method) 对样条施加试验火焰持续时间为 12s。火焰高度 12mm±1mm 
The test flame was applied to the spline for a duration of 12 seconds. 
The flame height was 12mm ± 1mm. 

参照标准(With Reference to GB/T5169.5-2008 

判定标准(Test Standard ) a.试验样品无火焰和灼热，并且规定的铺底层或包装绢纸没有起燃 

b.在移开针焰后，试验样品和周围的零部件的火焰或灼热在 30s 之内熄灭，即 tb＜

30s,而且周围的零部件没有完全烧毁，以及规定的铺底层或包装绢纸没有起燃。 

a. The test sample has no flame and heat, and the specified bedding or 

wrapping paper does not ignite 

b. After removing the needle flame, the flame or burning heat of the test 

sample and the surrounding parts will be extinguished within 30s, i.e. TB 

< 30s, and the surrounding parts are not completely burnt out, and the 

specified underlay or wrapping silk paper does not ignite 

测试设备(Test Equipment） 针焰试验机 Needle flame testing machine 

测试程序（Test Program） 
 

外观检验→固定样品→试验启动 →观察→记录起火时间 

测
试

结
果
 

(Th
e tes

t res
ul
ts)

 

测试图片 Test Picture   

  

 

 
 序号 number 1 2 3 4 5 备注（Remarks） 

样品 sample 
无起燃 

Noignition 

无起燃 

Noignition 

无起燃 

Noignition 

无起燃 

Noignition 

无起燃 

Noignition 
/ 

结果 results OK OK OK OK OK  

序号 number 6 7 8 9 10  

样品 sample 
无起燃 

Noignition 

无起燃 

Noignition 

无起燃 

Noignition 

无起燃 

Noignition 

无起燃 

Noignition 
/ 

结果 results OK OK OK OK OK / 

结
果

判
定

 
(
The

 

r
esu

lts 

d
ete

rmine
) 

 
 

样品数量 
The Number of Samples 

10PCS 

合格数 

The Number of competency 
10 

结 果 Results 

OK 不合格数 Unqualified 0 

外观 Appearances OK 

核 准  (Approved)：  陈   浙  海  测 试 人  (Testing Person)：玉                 夫       

Web:www.lhecn.com     www.lhe.en.alibaba.com     Tel:86-0577-62383668  0577-62383212  Fax:86-0577-62382566 page 23 of 62

L6.2型连接器针焰试验报告
®



® 浙江联和电子有限公司 
ZHEJIANG LIANHE ELECTRONICS CO.,LTD. 

可 靠 性 试 验 报 告 
R E L I A B I L I T Y T E S T R E P O R T 日期：2025-02-12 

 

 

 

灼热丝实验(Glow wire experiment) 
 

测试目的(Test Purposes) 
确定 AB11069W-S16-10 灼热丝材料产品在灼热丝条件下是否符合标准要求 

Determine if the AB11069W-S16-10 Does the product meet the standard requirements under the condition of glow 

wire 

测试条件(Test Conditions) 
灼热丝起燃温度(GWIT)记录值为起始温度加 25K(对于 900℃和 930℃则是 30K,960℃记为 GWIT:>960/厚度)      

Gwire ignition temperature(GWIT)recorded value is the starting temperature plus 25K(for 900℃ and 930℃ is 30K,960℃ is 

GWIT:&gt;960 / thickness)  

测试方法(Test Method) 
施加试验火焰持续时间为 30s。试验温度 750℃ 

The test flame duration was 30 s. Test temperature: 750 ℃ 

参照标准(With Reference to) 根据 GB/T 5169.12-2006 及 GB/T 5169.13-2013 执行. 

判定标准(Test Standard ) 
试验样条无火焰，并且规定的铺底层或包装绢纸没有起燃。 

The test sample has no flame and heat, and the specified bedding or wrapping paper does not ignite 

测试设备（Test Equipment） 灼热丝试验仪（Glow-wire tester） 

测试程序（Test Program） 
外观检验→固定样条→试验启动 →观察→记录起火时间 
Appearance inspection→Fixing the splines→Starting the test→Observation→Recording the ignition time  

测
试
结
果
 

(
T
he
 tes

t
 r
es
ult

s)
 

测试图片 Test Picture 

 
 

 

 
材料规格

material 

specificati

on 

试片尺寸 

(长 X 宽

X 厚) 

起始

温度

(℃) 

样品 

起燃

时间 

(Ti) 

熄灭

时间 

(Te) 

现象记录 

Phenomenon Record 

GWIT GWFI 

单位:mm 单位:秒 判定:PASS 或 FAIL 

A66V0 002 
60X60X2.

5 
750 

第 1个 不起燃 / 不起燃,无滴落Non-flammable, no dripping PASS 

(GWIT:7

75/2.5)

PASS 

(GWFI:750/

2.5) 

第 2 个 不起燃 / 不起燃,无滴落Non-flammable, no dripping 

第 3 个 不起燃 / 不起燃,无滴落Non-flammable, no dripping 

A66V0 002 
60X60X2.

5 
800 

第 1个 6 32 
接触后很快就起燃,熔融但无滴落,起燃后 32S熄灭 It ignited shortly after 

contact, melted but without dripping. It extinguished 32 seconds after 

ignition. 

FALL 

PASS 

(GWFI:800/

2.5) 

第 2 个 5 31 
接触后很快就起燃,熔融但无滴落,起燃后 32S熄灭 It ignited shortly after 

contact, melted but without dripping. It extinguished 32 seconds after 

ignition. 

第 3 个 6 33 
接触后很快就起燃,熔融但无滴落,起燃后 33S熄灭 It ignited shortly after 

contact, melted but without dripping. It extinguished 33 seconds after 

ignition. 

A66V0 002 
60X60X2.

5 
850 

第 1个 2 47 
接触后很快就起燃,熔融但无滴落,起燃后 46S熄灭 It ignited shortly after 

contact, melted but without dripping. It extinguished 46 seconds after 

ignition. 

FALL 

PASS 

(GWFI:850/

2.5) 

第 2 个 1 53 
接触后很快就起燃,熔融但无滴落,起燃后 51S熄灭 It ignited shortly after 

contact, melted but without dripping. It extinguished 51 seconds after 

ignition. 

第 3 个 2 51 
接触后很快就起燃,熔融但无滴落,起燃后 52S熄灭 It ignited shortly after 

contact, melted but without dripping. It extinguished 52 seconds after 

ignition. 

A66V0 002 
60X60X2.

5 
960 

第 1个 1 51 
接触后很快就起燃,熔融但无滴落,起燃后 50S熄灭 It ignited shortly after 

contact, melted but without dripping. It extinguished 50 seconds after 

ignition. 

FALL 

PASS 

(GWFI:960/

2.5) 
第 2 个 1 52 

接触后很快就起燃,熔融但无滴落,起燃后 51S熄灭 It ignited shortly after 

contact, melted but without dripping. It extinguished 51 seconds after 

ignition. 

第 3 个 1 49 
接触后很快就起燃,熔融但无滴落,起燃后 50S熄灭 It ignited shortly after 

contact, melted but without dripping. It extinguished 50 seconds after 

ignition. 测
试
须
知
 

(
The

 
test

 

r
equ

i
reme

nt
s)  

1.灼热丝起燃温度(GWIT)记录值为起始温度加 25K(对于 900℃和 930℃则是 30K，960℃记为 GWIT:>960/厚度) 

The recorded value of the ignition temperature of the hot wire (GWIT) is the initial temperature plus 25K (for 900℃ and 930℃ it is 30K, and for 960℃ it is 

GWIT: > 960 / thickness) 

2.产品在移开灼热丝之后持续燃烧的时间≤30s，即 Te≤Ta（施加时间）+30S，并且包装娟纸没有起燃，则灼热丝可燃性指数（GWFI）即为 PASS，记录为 GWFI:温度/厚度： 

2.The duration for which the product continues to burn after the hot wire is removed shall be ≤ 30 seconds, that is, Te ≤ Ta (application time) + 30 

seconds, and if the packaging paper does not catch fire, then the flammability index of the hot wire (GWFI) is PASS, and it is recorded as GWFI: 

temperature/thickness: 

3.本实验灼热丝 Ta(施加时间)为 30S，则 Te≤60S 

In this experiment, the duration of the hot wire heating (Ta) is 30 seconds, and therefore Te is less than or equal to 60 seconds. 

4.如果 3个其中有 1个不合格则最终结果为不合格： 

4.If one of the three is unqualified, the final result is deemed unqualified. 

核 准  (Approved)：陈   浙  海 测 试 人  (Testing Person)：玉                        夫  
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ECBT2.E364711 - Connectors for Use in Data, 
Signal, Control and Power Applications - 

Component 

 
Connectors for Use in Data, Signal, Control and Power 

Applications - Component 
See General Information for Connectors for Use in Data, Signal, Control and Power Applications - Component 

 
ZHEJIANG LIANHE ELECTRONIC CO LTD E364711 
Chuangxin Road, YueQing Bay Port Zone 
Yueqing, Zhejiang 325600 CHINA 
Connector, Model(s) 1.58-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW., 1.58-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 1.58-LHE followed by 2, followed by 1 thru 12, followed by A(T). 

Connector, Model(s) 1.58-LHE, f/b 2 thru 6 , f/b A(T)., 1.58-LHE, f/b 2 thru 6, f/b Y(T), 1.58-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T)., 
2510-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 2510-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 2510-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) 2510-LHE, f/b 2 thru 6 , f/b A(T), 2510-LHE, f/b 2 thru 6, f/b Y(T), 2510-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T), 
5.08-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5.08-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 5.08-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) 5.08-LHE, f/b 2 thru 6 , f/b A(T), 5.08-LHE, f/b 2 thru 6, f/b Y(T), 5.08-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T), 
51005-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 51005-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 51005-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) 51005-LHE, f/b 2 thru 6 , f/b A(T), 51005-LHE, f/b 2 thru 6, f/b Y(T), 51005-LHE, f/b 2, f/b 1 thru 12 , f/b Y 
(T), 51006-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 51006-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 51006-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) 51006-LHE, f/b 2 thru 6 , f/b A(T), 51006-LHE, f/b 2 thru 6, f/b Y(T), 51006-LHE, f/b 2, f/b 1 thru 12 , f/b Y 
(T), 5102-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5102-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 5102-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) 5102-LHE, f/b 2 thru 6 , f/b A(T), 5102-LHE, f/b 2 thru 6, f/b Y(T), 5102-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T), 
5240-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5240-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 5240-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) 5240-LHE, f/b 2 thru 6 , f/b A(T), 5240-LHE, f/b 2 thru 6, f/b Y(T), 5240-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T), 
5500-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5500-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 5500-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) 5500-LHE, f/b 2 thru 6 , f/b A(T), 5500-LHE, f/b 2 thru 6, f/b Y(T), 5500-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T), 
5557 followed by 2 thru 6, followed by A(T), 5557 followed by 2 thru 6, followed by A2 or AW, 5557 followed by 2 thru 6, 
followed by Y(T) 

Connector, Model(s) 5557 followed by 2, followed by 1 thru 12, followed by A(T).
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Connector, Model(s) 5557 followed by 2, followed by 1 thru 12, followed by A2 or AW 

Connector, Model(s) 5557 followed by 2, followed by 1 thru 12, followed by Y(T) 

Connector, Model(s) 5559-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5559-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 5559-LHE followed by 2, followed by 1 thru 12, followed by A(T). 

Connector, Model(s) 5559-LHE, f/b 2 thru 6 , f/b A(T), 5559-LHE, f/b 2 thru 6, f/b Y(T), 5559-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T), 
5566-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5566-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 5566-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) 5566-LHE, f/b 2 thru 6 , f/b A(T), 5566-LHE, f/b 2 thru 6, f/b Y(T), 5566-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T), 
5569-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5569-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 5569-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) 5569-LHE, f/b 2 thru 6 , f/b A(T), 5569-LHE, f/b 2 thru 6, f/b Y(T), 5569-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T), 
5600-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5600-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 5600-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) 5600-LHE, f/b 2 thru 6 , f/b A(T), 5600-LHE, f/b 2 thru 6, f/b Y(T), 5600-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T), 
63080-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 63080-LHE f/b 2 thru 6, f/b A2 or AW 

Connector, Model(s) 63080-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) 63080-LHE, f/b 2 thru 6 , f/b A(T), 63080-LHE, f/b 2 thru 6, f/b Y(T), 63080-LHE, f/b 2, f/b 1 thru 12 , f/b Y 
(T), B2502 followed by 2 thru 16, followed by Y(T), BH3.5-2A(T), BH3.5-2Y(T), MX3.0 followed by 2 thru 12, followed by A(T), 
MX3.0 followed by 2 thru 12, followed by A2 or AW, MX3.0 followed by 2 thru 12, followed by Y(T) 

Connector, Model(s) MX3.0 followed by 2, followed by 1 thru 12, followed by A(T). 

Connector, Model(s) MX3.0 followed by 2, followed by 1 thru 12, followed by A2 or AW 

Connector, Model(s) MX3.0 followed by 2, followed by 1 thru 12, followed by Y(T) 

Connector, Model(s) PA-LHE f/b 2, f/b 1 thru 12, f/b Y(T), PA-LHE followed by 2 thru 12, followed by A(T) 

Connector, Model(s) PA-LHE followed by 2 thru 12, followed by A2 or AW 

Connector, Model(s) PA-LHE followed by 2 thru 12, followed by Y(T) 

Connector, Model(s) PA-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) PA-LHE followed by 2, followed by 1 thru 12, followed by A2 or AW 

Connector, Model(s) PH, PHB, XHB, JC25, SCN followed by -2 thru -20, followed by Y(T), A, AW or AWD 

Connector, Model(s) PHB followed by 2 thru 16, followed by Y(T). followed by 2 thru 16, followed by AWD, A, AW 

Connector, Model(s) Series 1.25, 1254, 1255 followed by -2 thru -25, followed by Y(T), A or AW 

Connector, Model(s) Series 5264 followed by -2 thru -16, followed by Y(T), A or AWD 

Connector, Model(s) SM followed by -2 thru -18, followed by Y(T) or A(T) 

Connector, Model(s) VH, 3.96 followed by -2 thru -16, followed by Y(T), A, AW or AWG 

Connector, Model(s) XA-LHE f/b 2, f/b 1 thru 12, f/b Y(T), XA-LHE followed by 2 thru 12, followed by A(T) 

Connector, Model(s) XA-LHE followed by 2 thru 12, followed by A2 or AW 

Connector, Model(s) XA-LHE followed by 2 thru 12, followed by Y(T) 

Connector, Model(s) XA-LHE followed by 2, followed by 1 thru 12, followed by A(T) 

Connector, Model(s) XA-LHE followed by 2, followed by 1 thru 12, followed by A2 or AW 

Connector, Model(s) XH followed by -2 thru -20, followed by Y(T), A, AW, AWGD, AWD or AWGDJ 

Connector, Model(s) ZH followed by 2 thru 16, followed by AWD or A, ZH followed by 2 thru 16, followed by Y(T). 
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Model(s) 1.25, followed by -2 thru -16, followed by AB or AWB 

Model(s) 51146 or FI-S, followed by -2 thru -16, followed by AB or AWB 

Model(s) A5001, followed by -2 thru -7, followed by Y, Y(T), AD or AWD 

Model(s) B2501-LHE, A2004-LHE, A4203-LHE, PHR-LHE, PHD-LHE, CH2.5-LHE, DF11-LHE, PHSD-LHE, A5001-LHE, 35155-LHE, 
35156-LHE, 5195-LHE, 5196-LHE, followed by 2 thru 16, followed by Y(T) 

Model(s) BHS-LHE, SMH250-LHE, SMH200-LHE, L6.2-LHE, 1806-LHE, 2060-LHE, 2541-LHE, JC15-LHE, XHD-LHE, followed by -2, 
followed by A(T), or Y(T) 

Model(s) JWPF-LHE, B2541-LHE, NV-LHE, DV-LHE, SGN-LHE, SJN-LHE, SDN-LHE, SIN-LHE, 35150-LHE, 35151-LHE, 35180-LHE, 
35182-LHE, 35524-LHE, 35965-LHE, RCY-LHE, LC-LHE, VR-LHE, SHJ-LHE, SHL-LHE, DF19-LHE, ACH-LHE, DF13-LHE, IL-Z-LHE, 
51146-LHE, SATA-LHE, XSR-LHE, SUR-LHE, SUH-LHE, ZE-LHE, ZND-LHE, ZPD-LHE, A1502-LHE, SFH-LHE,51004-LHE, PUD-LHE, 
A20010-LHE, 35507-LHE, DF3-LHE, PND-LHE, RE-LHE,RA-LHE, RF-LHE or A3963, followed by -2 thru -15, followed by Y(T), YB(T) 
or YC(T), A, A-K, AW, AW-K, AD, AD-K, AWGD, AWGD-K, AQ, AQ-K, AWQ, AWQ-K, AD(BH) or AD(BH)-K. 

Model(s) PH, followed by -2 thru -16, followed by AB or AWB 

Model(s) PHB, SZN-LHE, SAN-LHE, JC20-LHE, EH-LHE, EI-LHE, EL-LHE, S-EL-LHE, followed by 2 thru 16, followed by AWD, A, AW 

Model(s) PHB, SZN-LHE, SAN-LHE, JC20-LHE, EH-LHE, EI-LHE, EL-LHE, S-EL-LHE, followed by 2 thru 16, followed by Y(T) 

Model(s) PHB, XH, XHB or XHBD, followed by -2 thru -16, followed by AB or AWB. 

Model(s) RAST 5-LHE TAB HEADER ASSY , TH, Vertical, Cat. Nos. 1969738-LHE,1969740-LHE, 1971845-LHE, 1971846-LHE, 
1971895-LHE, 1971896-LHE, 1971946-LHE thru 1971949-LHE, 1971954-LHE thru 1971957-LHE, 2232008-LHE thru 2232011-LHE, 
2232000-LHE thru 2232003-LHE, 2232016-LHE thru 2232019-LHE, 1971962-LHE thru 1971965-LHE, 2232024-LHE thru 2232027- 
LHE, 2232289-LHE thru 2232292-LHE, 2232043-LHE thru 2232074-LHE, 2232298-LHE thru 2232301-LHE, 2232511-LHE, 
2232532-LHE, 2232557-LHE, 2232559-LHE, 2232560-LHE, 2232562-LHE, 2232563-LHE, 2232565-LHE, 2232566-LHE, 2232568- 
LHE, 2232569-LHE, 2232571-LHE, 2232572-LHE, 2232574-LHE, 2232575-LHE, 2232577-LHE, 2232578-LHE, 2232580-LHE, 
2232581-LHE, 2232583-LHE, 2232584-LHE, 2232586-LHE, 2232587-LHE, 2232589-LHE, 2232590-LHE, 2232592-LHE, 2232593- 
LHE, 2232595-LHE, 2232596-LHE, 2232598-LHE, 2232599-LHE, 2232601-LHE, 2232602-LHE, 2232604-LHE, 2232605-LHE, 
2232607-LHE, 2232608-LHE, 2232611-LHE thru 2232682-LHE, 2292457-LHE, 2292458-LHE, may incorporate prefix and/or suffix 
number.), followed by -2 thru -7, followed by Y, Y(T), AD or AWD. 

Model(s) SY, followed by -2, followed by Y, Y(T), A or A(T) 

Model(s) SYP, SYR, BH4.0-LHE, A10001-LHE, A7501-LHE, A8001-LHE, C2541-LHE, C2542-LHE, D250R-LHE, D280K-LHE, D300R- 
LHE, D350R-LHE, D400B-LHE, D430R-LHE, D470G-LHE, D480J-LHE, D480K-LHE, D480N-LHE, D480Q-LHE, D520H-LHE, D520K- 
LHE, D520Q-LHE, D620G-LHE, D630J-LHE, D630N-LHE, D630Q-LHE, D700G-LHE, F001-LHE, F002-LHE, HIF3-LHE, MC100-LHE, 
MC100-LHE, ME020-LHE, ME010-LHE, F2541-LHE, D2301-LHE, 1719057-LHE, 1719059-1-LHE, P0011-LHE, P0012-LHE, P0013- 
LHE, C6001-LHE, D2201-LHE, D2202-LHE or P0001-LHE, followed by -2, followed by Y, Y(T), A or A(T). 

Model(s) VL-LHE , YL-LHE, SL-LHE, FL-LHE, YHD200-LHE, HA-LHE, LGC-LHE, JR-LHE, SP-LHE, 5025-LHE, followed by 2, followed 
by 1 thru 12, followed by A(T), Y(T), A2 or AW 

Model(s) VL-LHE, YL-LHE, SL-LHE, FL-LHE, YHD200-LHE, HA-LHE, LGC-LHE, JR-LHE, SP-LHE, 5025-LHE, followed by 2 thru 12, 
followed by A(T), Y(T), A2 or AW 

Model(s) XHD, XHE or XHQ, followed by -2 thru -15, followed by Y(T), YB(T) or YC(T), A, A-K, AW, AW-K, AD, AD-K, AWGD, 
AWGD-K, AQ, AQ-K, AWQ, AWQ-K, AD(BH) or AD(BH)-K. 

Model(s) ZH, followed by -2 thru -16, followed by AB or AWB 

Model(s) ZHR-LHE, SH-LHE, GH-LHE, NH-LHE, C1251-LHE, DF14-LHE, 5501-LHE, 75416-LHE, 543-LHE, followed by 2 thru 16, 
followed by AWD or A 

Model(s) ZHR-LHE, SH-LHE, GH-LHE, NH-LHE, C1251-LHE, DF14-LHE, 5501-LHE, 75416-LHE, 543-LHE, followed by 2 thru 16, 
followed by Y(T) 

 

Marking: Company name or trademark  , model designation and the Recognized Component Mark, 

on the device or carton. 

Last Updated on 2020-02-20
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并不是所有出现在本数据库中的公司名称和产品都满足了UL 跟踪检验服务的要求。只有带有 UL 标志的产品，才应该被视为经过 
UL认证，并满足UL 跟踪检验服务的要求。注意查看产品上的标志。 

UL    允许在线认证目录中所含材料的复制遵循以下条件：1.指南信息、装配、构造、设计、系统和/或认证（文件）必须在不篡改任
何数据（或图纸）的情况下完整且无误导性地呈现。2.“经  UL   允许从在线认证目录转载”声明必须出现在所摘取材料的邻近位置。
此外，转载材料必须包含以下格式的版权声明： "© 2020 UL LLC" 
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